
SYSTEM INSTALLATION MINIMUM REQUIREMENTS:
PC compatible with the following minimum requirements: 

Pentium II processor or above (>1GHz clock) 

 512Mb of RAM memory 

 1 USB port 

Windows XP 32 bits (or higher) operating system 

 200Mb of free HD space (>10Gb free HD space recommended for real time data saving) 

PACKING LIST:
The system includes the following accessories: 

Microplate reader system 

Wmicrotracker 
Specifications 

Dimensions: 22cm x 28cm x 9.1cm (8.66in x 11in x 3.6in)

Power source: 9V DC, 1.5 Amp switching Power 

Connection: USB-B cable 

Microplate format adapters: 96-w. fl at bottom, 96 w. “U” shaped bottom

Optimal operating environment: 10ºC to 37ºC, low humidity (<50%)

nemametrix.com

Thank you for acquiring our wMicrotracker system. The following document should
guide you through the installation process.

Packing List

The system includes the following accessories:

Microplate 
reader
system.

9V DC, 1.5Amp 
switching Power 
Source.*

USB-B
cable.

Microplate format
adapters:
-384 wells
-96 w. flat bottom
-96 w. "U" shaped
bottom.

Acquisition Software:
available from
www.phylumtech.com.

* Due to customs restrictions, in some countries the shipping might not include the
power supply.

Installation and setup requires the following items:

- 9V DC (up to 12VDC) switching power supply with 1.5 Amps output.
- USB-B connection wire (Provided).
- IBM PC compatible with the following minimum requirements :

 Pentium II processor or above (>1GHz clock).
 512Mb of RAM memory.
 1 USB port available.
 DVD-ROM unit (optional)
 Windows XP 32bits (or higher) operative system.
 At least 200Mb of free HD space.

- Workbench space required for equipment installation: 22cmx28cmx9.1cm.
- Ambient free of vibrations and dust.
- Optimal temperature range: 10 to 37ºC*. Preferably low humidity (<50%).
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